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NOTE:
1. THIS DRAWING TO BE READ IN CONJUNCTION WITH SPECIFICATIONS / STRUCTURAL ENGINEER DRAWINGS / SURVEYOR AND OTHER CONSULTANT DOCUMENTATION APPLICABLE TO THIS PROJECT
2. ALL BOUNDARIES AND SITE LEVELS ARE SUBJECT TO SURVEY
3. ALL WORK TO BE CONSTRUCTED IN ACCORDANCE WITH CURRENT BUILDING REGULATIONS INCLUDING BUT NOT LIMITED TO:
 BUILDING CODE OF AUSTRALIA NATIONAL CONSTRUCTION CODE - BCA NCC
 PLUMBING CODE OF AUSTRALIA (BCA NCC)
 AUSTRALIAN STANDARDS & OTHER REGULATORY AUTHORITIES
4. ALL WORKS TO BE UNDERTAKEN BY LICENSED BUILDER AND LICENSED SUBCONTRACTORS
5. BUILDER TO CHECK ALL DIMENSIONS ON SITE PRIOR TO COMMENCEMENT OF WORK
6. MATERIALS AND FINISHES TO BE AS SPECIFIED ON THE DRAWINGS. CHANGES PERMITTED BY OWNER APPROVAL ONLY
7. ALL DIMENSIONS IN MILLIMETERS UNLESS OTHERWISE STATED. WRITTEN DIMENSIONS TO BE USED. DO NOT SCALE DRAWINGS
8. THESE DRAWINGS ARE SUBJECT TO COPYRIGHT - NO PART OF THIS DRAWING MAY BE REPRODUCED WITHOUT WRITTEN  CONSENT OF PREFERRED DESIGN & DRAFTING A 26.5.22  PRELIM CONCEPT

B 30.6.22  PCA DOCUMENTATION
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HEBEL POWER PANEL CONSTRUCTION
TO SOUTH FACING WALL (FIRE RATED - 180/180/180)

OUTLINE OF EXISTING SHED
TO BE REMOVED

AREA OF DEVELOPMENT
SECONDARY DWELLING

TOTAL AREA - 54.00m2

DWELLING - LIVING
Area: 36.00 m2

VERANDAH
Area: 18.00 m2
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HEBEL POWER PANEL CLADDING
TO SOUTHERN ELEVATION ALIGNING
BOUNDARY - FIRE RATED CONSTRUCTION
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ALUMINIUM FRAMED FULLY GLAZED
SLIDING DOOR
 - SLIDING SECURITY SCREEN

PROPOSED SECONDARY DWELLING
WEATHERBOARD CLADDING
CUSTOM ORB COLORBOND
ROOF SHEETING
SECTIONS OF CORRUGATED
POLYCARBONATE SHEET TO
VERANDAH FOR WINTER SOLAR ACCESS

ALUMINIUM FRAMED
DOUBLE
HUNG WINDOWS
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WEATHERBOARD CLADDING
CUSTOM ORB COLORBOND
ROOF SHEETING RAIN WATER TANK
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PROPOSED SECONDARY DWELLING
WEATHERBOARD CLADDING
CUSTOM ORB COLORBOND
ROOF SHEETING

ALUMINIUM FRAMED DOUBLE
HUNG WINDOWS

PAINTED F/C SHEET TO GABLE
W/B CLAD APEX AND BATTEN DETAIL OVER
TO MATCH EXISTING DWELLING
CONTRAST PAINT FINISH AS SELECTED
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 CUSTOM ORB COLORBOND ROOF SHEETING
 @ 35 degree PITCH - RFL SARKING UNDER
PTY ENGINEERED (H2 TREATED) TIMBER ROOF TRUSSES @ 900mm c/c
TOPSPAN 22 (or equivalent) CEILING BATTENS  @ 600mm c/c

R/CONC SLAB ON V/P MEMBRANE
& CLEAN COMPACTED GRANULAR FILL
TO STRUCTURAL ENGINEERS DETAILS

NO EAVE OVERHANG
COLORBOND QUAD GUTTER & STEEL C/B FASCIA

PLASTERBOARD CEILINGS & INTERIOR WALLS
SELECTED CORNICE, SKIRTING & ARCHITRAVES

185mm nom HEBEL CLAD EXTERIOR WALL
TO SOUTHERN ELEVATION - FIRE RATED CONSTRUCTION
R2.0 BULK WALL INSULATION & BRADFORD ENVIROSEAL
PROCTOR WALL WRAP

R4.0 BULK CEILING INSULATION
TO BASIX REQUIREMENTS

90 TREATED TIMBER STUD WALLS
WEATHERBOARD CLADDING
R2.0 BULK WALL INSULATION  &
BRADFORD ENVIROSEAL PERMEABLE
WALL WRAP (OR EQUIVALENT)

MINOR SITE LEVELLING FOR BUILDING PAD
- NO CUT & FILL PROPOSED

10 DEGREE VERANDAH ROOF PITCH
90 X 45 MGP10 KD PINE RAFTERS @ 900mm c/c
SECTIONS OF CUSTOM ORB COLORBOND
& POLYCARBONATE CLEAR ROOF SHEETING

N
CUSTOM ORB COLORBOND ROOF SHEETING
@ 35 DEGREE ROOF PITCH
C/B QUAD GUTTER & FASCIA

SECTIONS OF CORRUGATED POLYCARBONATE
ROOF SHEETING TO VERANDAH
FOR WINTER SOLAR ACCESS
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ROOF AREA EXISTING DWELLING = 150 m2

ROOF AREA
Area: 56.00 m2

GENERAL CONSTRUCTION
R/CONCRETE WAFFLE POD SLAB
HEBEL POWER PANEL WALL CONSTRUCTION TO SOUTHERN ELEVATION
WEATHERTEX ECOGROOVE SMOOTH 200mm WEATHERBOARD CLADDING
TO NORTH/EAST/WEST ELEVATION
CUSTOM ORB COLORBOND ROOF SHEETING @ 35 DEGREE PITCH -
10 DEGREE PITCH TO VERANDAH - SECTIONS OF COLORBOND &
CORRUGATED POLYCARBONATE ROOF SHEETING
COLORBOND QUAD GUTTER & STEEL C/B FASCIA - NO EAVE OVERHANG
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